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22/01/2007Date:

Tools required:

V1Version:

Description: C2 C3 Wiring harness
Part number:16389
Look for Service Centres, Point of Sale addresses a nd other 
information on: www.thetford-europe.com

Repair instruction

A

B

C2/C3 Toilet. 

C

Remove the plug from 
the flush knob with a 
flat screwdriver.

Remove the screw in 
the flush knob with a 
long Philips 
screwdriver.

Pull the waste tank out 
of the toilet by pushing 
down on the yellow 
clip.

Remove the white 
connector in the toilet 
shaft with the pliers.

From inside the toilet 
remove the four screws 
from the mechanism.

4X.
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Unscrew the saddle 
bracket with a phillips
screwdriver.

The link can be 
removed now.

Remove saddle bracket 
and take wiring out of 
the clip.

Remove the wiring 
harness from the clips.

Remove the white 
connector by pulling 
the clip.

Remove the switch 
cover by pulling the 
clip.

Remove wiring shoes 
from saddle bracket.

Remove the flush 
switch by pushing the 
retainer clip to the side.
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H Remove the cable and 
switch from the saddle 
bracket.

Overview.

Place the new wiring 
harness switch into the 
saddle bracket.

Position the switch as 
shown in the picture.

Replace the switch 
cover.

Replace wiring shoes 
on to the saddle 
bracket.

Replace the flush 
switch in the 
mechanism housing.

Replace the white 
connector.
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Replace the link.

Place the black tube 
with wires in the wire 
clip.

Replace the saddle 
bracket.

Replace the spring.

4X.

O Replace the connector.

Note: in case 
connector is damaged, 
you can replace the 
connection. Please 
check spare parts.

Replace the four 
screws from the 
mechanism inside the 
toilet.


